**Architectural Simplicity Quote Checklist**

**All bolded fields are required for an estimate.**

<table>
<thead>
<tr>
<th>Project Name:</th>
<th>Is project customer registered? YES ☐ NO ☐</th>
<th>Date:</th>
<th>Quote Due Date: (Please allow 1-3 days)</th>
</tr>
</thead>
<tbody>
<tr>
<td>City:</td>
<td>From:</td>
<td>Phone:</td>
<td>Delivery/Installation Time Frame:</td>
</tr>
<tr>
<td>Telephone</td>
<td>Quote to: Rep ☐ Dealer ☐ End User ☐ Other ☐</td>
<td>Fax:</td>
<td>☐ Standard 8 week lead time</td>
</tr>
<tr>
<td>Name:</td>
<td>Address:</td>
<td>Phone:</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>Fax:</td>
<td></td>
</tr>
</tbody>
</table>

**Specifications:** Note: If no finish options are selected, the option with the “*” will be used.

- **Ceiling height:**
  - (Note: Concord can only mfg one single panel to 15’ high single pc glass)

- **Cornice height:**
  - (Note: Concord can reach higher with butt-glazing or add-ons)

- **Header:**
  - 25/32” 1 ¼” 4 3/8

- **Base:**
  - 25/32” 4 3/8” 25/32” “L” Carpet

- **Wall Glass:**
  - 1/2” 3/8” (3/8” uses wet joint)

- **Joint:**
  - Dry ☐ Wet ☐

- **Walls:**
  - Framed ☐ Frameless ☐ Single Glazed ☐ Double Glazed

- **Panel substrate:**
  - Monolithic* ☐ Other, specify: ☐
  - Segmented skins, qty:

- **Panel Finish:**
  - GLASS: ☐
  - Fabric: ☐
  - Laminate: ☐
  - Vinyl: ☐
  - Architectural Resin: ☐
  - Paint: ☐
  - Composite Veneer: ☐
  - Veneer (species, finish):

- **Glass Specs:**
  - 1/2” Clear Tempered ☐
  - 1/2” Frosted Tempered (White) ☐
  - 1/2” Bronze Tempered ☐
  - 1/2” Grey Tempered ☐
  - film: ☐
  - ½” other: ☐

- **Door Types:**
  - Framed ☐ Frameless ☐ Swing ☐ Sliding ☐ Single ☐ Double ☐ Solid –Wood ☐ Quarter ☐ Half ☐ Full

- **Door Species:**
  - Laminate * ☐
  - Veneer ☐
  - Wood; ☐
  - Maple ☐
  - Cherry ☐
  - Glass: ☐
  - Other:

- **Door Finish:**
  -  Glass inserts in Door ☐
  - Stained to match customer’s sample

- **Miscellaneous:**
  - LCN Smoothee door closures ☐
  - Elec. Strikes for Card Readers

- **Door Hardware:**
  - Lever Lock sets* ☐
  - Passage sets ☐
  - None: ☐
  - Manufacture & type:
    - 9”D pull ☐
    - 15” tubular pull ☐
    - lock ☐
    - other ☐
  - Supplied & installed by others ☐
  - Supplied & installed by Concord

- **Hang-on Components:**
  - horizontal channel

- **Electrical/Data Requirements:**
  - Std. Options: ☐
  - Hardwired*
  - Wired only available with non glass double glazed extrusion

- **Installation/Job Site Conditions:**
  - Installation included ☐
  - Standard working hours ☐
  - Overtime hours ☐
  - Union Labor ☐
  - Non-Union Labor ☐
  - Installation not included* ☐
  - New Construction ☐
  - Existing Building ☐
  - Floor Covering (if carpet, give thickness):

- **Ceiling Grid Type:**
  - 15/16”Exposed ☐
  - 15/16” Recessed ☐
  - 9/16” Exposed ☐
  - 9/16” Recessed ☐
  - ¼” Fineline Recessed ☐
  - 1/8” Fineline ☐
  - Concealed Spline ☐
  - Drywall ☐

- **Checklist:**
  - New Construction ☐
  - Existing Construction ☐

*FLOOR MUST BE PLUMB AND LEVEL*